
MP433XC
Series 5 (2025)

Irrigation-water 
treatment

For Canadian commercial
greenhouse operators

Illustrative greenhouse setting
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Product illustration

MP433XC Series 5 (2025)

Height 5.8 ft · 1780 mm

Width 3.4 ft · 1030 mm

Depth 1.9 ft · 580 mm

Weight 805 lbs · 365 kg

Water capacity 4 ton/h · 16 gal/min

Power 1050 W/hr

Specifications as supplied by the manufacturer.
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Upstream of nutrient mixing
Conceptual irrigation-water treatment position
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Raw water ZOECORE Nutrient mix Irrigation Crops

System fit Source-water quality, required flow and the existing fertigation 
layout form the basis of a site-specific discussion.

Conceptual layout. Site-specific installation details require manufacturer confirmation.



Evaluation priorities for your greenhouse
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Water Uptake
Water use and irrigation response

Healthy Growth
Crop growth under site conditions

Yield Potential
Harvest quantity and quality

Conceptual illustrations. Site results may vary.



Greenhouse
evaluation

Tomatoes, peppers
and cucumbers

Enquiry details

Crop and growing area
Source water and irrigation system
Required flow
Evaluation goals

Enquire about a ZOECORE trial

Trial availability and terms are subject to manufacturer 
confirmation.

GBC Vancouver
Business matching and contact facilitation
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https://www.gbcvancouver.com/request-a-zoecore-trial/
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